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FOREWORD

This report is one of a series intended to identify the
groundwater resources of each county in the Commonwealth. The
purpose is to provide all groundwater users, including private
citizens, developers, investors, well drilling contractors,
government officials, professionals and consultants, with a
complete picture of the groundwater situation as it presently
exists throughout Virginia.

Prospective groundwater users and anyone else interested in
the development and protection of groundwater hopefully will gain
insight into the opportunities and advantages inherent in this
invaluable natural resource.

The State Water Control Board remains available for infor-

mation, assistance and governmental action.
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GROUNDWATER RESOURCES OF SHENANDOAH COUNTY, VIRGINIA
by
R. McChesney Sterrett
ABSTRACT

The groundwater resources of Shenandoah County offer a
reliable source of high quality water for public, industria]
and domestic use. Present groundwater development is minimal
and is estimated to be in excess of three million gallons per
day. The majority of the development has occurred in the
Cambro-Ordovician carbonates, though these rocks are not
necessarily the most productive. The younger Martinsburg shales
have been developed to a lesser extent. The Silurian and
Devonian shales and sandstones which comprise the Massanutten
Range and the western portion of the County have seen very
limited development.

It is estimated that present groundwater development can be
tripled without adverse effects as long as responsible manage-
ment practices are observed. Areas of maximum potential are
areas where the Central Valley formations are overlain by
alluvial and terrace deposits. Most notable is a stretch
extending from New Market to Edinburg along the North Fork of
the Shenandoah River and an expanded area along Stony Creek to
the west of Edinburg. Formations in these areas incliude both

the Martinsburg shale and various carbonate units.

Groundwater quality overall is very good. Exceptions to




very good quality do exist, however. Hardness and iron are found
to be excessive in some sectors. Hardness is very high in the
carbonate formations and somewhat less, though still "very hard",
in the Martinsburg Formation. Iron concentrations are noticeably
high in the Silurian and Devonian shale and sandstone formations
but seldom are excessive in the carbonates and the Martinsburg
Formation.

Groundwater problems are limited and infrequent but on
occasion include well interference, sinkhole collapse, and Tocal
contamination caused by septic systems, agricultural runoff, and

leaks and spills of petroleum products.

XVi




CHAPT
INTRODU

Background

Shenandoah County is located
State'(P1ate 1), bounded on the w
County). Virginia counties formi
Rockingham on the south, Page and
on the north.

Formed from Frederick County
square miles (324,480 acres). Th
although there are six incorporat
New Market, Strasburg, Toms Brook

The population of Shenandoah
1975 statistics furnished by Tayl
versity of Virginia. Projections
and Community Affairs for the yea

Poultry is the prime source
stock and dairy herds are increas
County.

Present water supply is adeq

surface- or groundwater-related pv

Future water needs easily should

resources present there.

ER 1
CTION

in the northwest portion of the
est by West Virginia (Hardy
ng the other boundaries are:

Warren on the east, and Frederick

in 1772, the County covers 407
ere are no independent cities,
ed towns: Edinburg, Mt. Jackson,

and Woodstock.

County is 25,900, according to
oe Murphy Institute at the Uni-

by the Division of State Planning
r 2000 place the figure at 28,200.
In addition, live-

of revenue.

ingly important in Shenandoah

uate, and there are no major

oblems known to exist in the County.

be met through the abundant water

These resources, however, are not evenly

distributed, and certain areas offer much greater groundwater

potential than others due to the

diversified topography and



and geology. No serious water quality problems affect the County,

but the limestone terrains are conducive to groundwater pollution.

Purpose and Scope of Report

The principal goal of this report is to acquaint the public
with groundwater conditions in Shenandoah County. In addition to
providing some general information about the County, this report
is a compilation of previous geologic and hydrologic investigations
carried out under the auspices of the State Water Control Board
and other state agencies. By discussing groundwater availability,
development and quality, this report is intended to serve as a
reference to local government, private citizens, developers, well
drilling contractors, consultants, and anyone else desirous of
information relative to utilizing and protecting the groundwater

resources of Shenandoah County.

Methods of Investigation

Most of the general background and geologic information

appearing in this report is a summary of previous work. Some of

the information on water well construction, groundwater quality

and groundwater withdrawal has been obtained from other state

agencies, although the bulk of it has been collected by the State

Water Control Board. -
Much of the previously unpublished information on individual

well construction data and quality analyses has been collected as

a result of the Groundwater Act of 1973. This Act requires that

a Water Well Completion Report (Form GW-2) must be submitted to
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the Board for all wells drilled, and that owners of industrial and
public water supplies submit quarterly reports (Form GW-6, Ground-
water Pumpage and Use) detailing groundwater withdrawal. In
addition, the Board requires that drill cutting samples be collected
at 10-foot intervals on all public and industrial supply water wells
and those wells which are drilled to unusual depths or are located
in areas deemed deficient in geologic information.

A’concentrated effort‘has been made over the past several
‘months to gather information relating to quality trends in Shenan-
doah County. In addition to specific sampling areas, groundwater
qua]ify information is obtained from regular monthly sampling runs
thkoughout northwestern Virginia. Domestic supplies are generally
the sample targets, although some industrial supplies are checked
occasionally. A1l of the public system quality information on file
at the Board has been obtained from the Virginia Department of
Health.

Another source of quality information is the Pollution Re-
sponse Program (PReP), maintained by the Board for the sole purpose
of responding to citizen complaints of water pollution of any type.
This includes pollution of both groundwater and surface water by
accidental or intentional spills of hazardous chemicals, oil,
gasolihe, refuse, and industrial wastes.

A1l well information, well completion reports and records of
groundwater quality analyses cited in this report are on permanent

file in the State Water Control Board Headquarters Office in

Richmond and the Valley Regional Office in Bridgewater. These




data are computerized for storage and retrieval and were used to

compile Appendices B and C.

Previous Investigations

Two recent reports published by the Virginia Division of
Mineral Resources offer comprehensive geologic information for
about two-thirds of the County. A 1974 report by Robert S. Young

and Eugene K. Rader entitled Geology of the Woodstock, Wolf Gap,

Conicville, and Edinburg Quadrangles, Virginia (Report of Investi-
gations 35, Virginia Division of Mineral Resources) and a 1976

report by Rader and Thomas H. Biggs entitled Geology of the Stras-

burg and Toms Brook Quadrangles, Virginia (Report of Investigations

45, Virginia Division of Mineral Resources) have been drawn upon
heavily in preparing this report.
Groundwater reports of the area include works by R. C. Cady

and R. H. DeKay. Cady's report, Ground-Water Resources of the

Shenandoah Valley, Virginia (Bulletin 45 of the Virginia Geological

Survey, 1936), is quite comprehensive and is the only major
hydrologic report to incorporate virtually all of the County.

In Development of Ground-Water Supplies in Shenandoah National

Park, Virginia (Mineral Resources Report 10, Virginia Division of

Mineral Resources, 1972), DeKay touches lightly upon some of
the groundwater resources of the Blue Ridge region. Frank Reeves
discussed another aspect of the subsurface water resource in his

1932 report, Thermal Springs of Virginia (Bulletin 36, Virginia

Geological Survey). The Virginia Division of Water Resources

report on the Potomac-Shenandoah River Basin (Volume I and III,




1968-69) included Shenandoah County, as did Trainer and Watkins'

report on Gebhydro]ogic Reconnaissance of the Upper Potomac River

Basin (U. S. Geological Survey Water Supply Paper 2035), published
in 1975.

Water Well Numbering System

Water Well Completion Reports are assigned a unique number by
which the reported well is thereafter identified. Water quality
and withdrawal information for that particular well are also identi-
fied by that number.

Each county in Virginia is assigned a three-digit county code,
the code for Shenandoah County being 185. Within each county, wells
are numbered sequentially and chrono]ogiéa11y with a few exceptions.
For example, a report received on a particular day might be numbered
185-16, while a report received the following day would become
185-17. Al11 wells are assigned numbers as they are received and,
therefore, appear at random throughout the summary. When citing
specific wells in this report, the well number will be given
without the county code. D

When it is necessary to contact the Board about a particular
well, it is advisable to refer to the owner (or location if more

descriptive) and its well number. For example: New Market

Battlefield, (185-98).







CHAPTER II
PHYSICAL SETTING

Physiography

Shenandoah County is situated within the Valley and Ridge
Physiographic Province. This Province is characterized by alter-
nating ridges and valleys trending in a northeast-southwest
direction. The Cdunty is bounded on the east by Massanutten
Mountain and on the west by Little North Mountain, while a narrow
valley separates them. The lowest point in the County, just under
500 feet above sea level, is along the North Fork of the Shenan-
doah River where it flows into Warren County east of Strasburg
(Plate 2). The highest elevation is approximately 3300 feet on
Mi1l Mountain along the Virginia-West Virginia border.

The northern terminus of Massanutten Mountain at Strasburg is
the most prominent landform. Rising to an elevation of 2,400
feet, the blunt peak can be seen for miles. Buck Hill, rising
600 feet above the valley floor northwest of Mt. Jackson, is one
of the more notable landforms in the Central Valley, second only
to the famous Seven Bends of the Shenandoah River Tocated between
Edinburg and Strasburg.

Caves and caverns are abundant in the County. In addition to
the commercially-operated Shenandoah Caverns and Battlefield
Crystal Caverns, approximately 80 other caves are known to exist.
An abundance of sinkholes, almost exclusively found in limestone

regions, indicates the area is riddled with subsurface solution

channels and caves, a typical feature of karst terrains.




Drainage

Shenandoah County is located entirely within the Potomac-
Shenandoah River Basin. Stretching from Highland County in the
west to the Chesapeake Bay in the east, the Basin covers 5,706
square miles in Virginia alone and extends into West Virginia,
Maryland, énd Pennsylvania.

The North Fork of the Shenandoah River extends the length of
the County and provides the principal surface drainage. Stony
Creek and Cedar Creek are the two major tributaries and drain the
southwest and northwest regions, respectively. Passage Creek,
flowing through Fort Valley, provides drainage for the highlands

of Massanutten Mountain.

Climate

The climate of the County is characterized by mild winters
and warm, humid summers. The mountaiﬁous regions and the wide
range in elevation are the two major factors controlling the
climate.

The average annual atmospheric temperature for the County is
550F. Extremes have been recorded as high as 1059F in July 1954
and as low as -109F in January 1963. The average annual precipi-
tation is approximately 34 inches; rainfall is the dominant
precipitation factor. Summer rainfall is provided principally
by showers and thunderstorms, the latter occurring on an average
of 40 days. Although the average ahnua] snowfall is around 25
inches, measurements in the last 43 years have varied from 2

inches to 65 inches.

10
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Table 1 lists temperature and precipitation data from the non-
recording weather station at Woodstock maintained by the National
Weather Service.

TABLE 1

1976 WEATHER DATA
- ' : RECORDED AT WOODSTOCK, VA

Average Temperature Total Precipitation
Month (Degrees Fahrenheit) (Inches)

January 31.8 3.90

February 44.9 0.99

March 49.2 1.61

April 56.6 1.83

May 62.0 2.61

June 72.4 2.93

July 73.3 3.16

~ August 71.5 1.77

September 66.0 3.55

October 51.2 10.07

November 40.6 0.82

| December 33.3 1.44
| TOTAL 54.40 « : 34.68

| Source: National Oceanic and Atmospheric Association

Soils and Vegetation

Soil types can be grouped loosely into three major categbries:
mountainous; valley floor; and terrace and alluvial deposits. As
indicated in Plate 2, better than half of the County is covered by
mountainous soils. These soils are typically well to moderately-
well drained and occur on ridges and steep slopes, and at the base
of steep slopes in the form of colluvial materials.

Valley floor soils, which overlie limestone and shale uplands,
are very rocky and usually well drained. »Terrace and alluvial

deposits, including flood plain material, roughly parallel the North

13




Fork of the Shenandoah River frém the Rock{ngham County line to
Edinburg and Stony Creek. These deposits, which are typically
quite deep and well to moderately-well drained, are extremely
important in the storage and transmission of groundwater. From
Edinburg north to Strasburg, which includes the Seven Bends,
a]luvié]-co]]uvia] material does border the river but the hydro-y
geologically important terrace deposit§jare absent.

Vegetation is mainly of two types: forest lands and agricul-
tural areas. The valley area is predominant]y pasture and crop-
land, while close to 60 percent of Shenandoah County's 324,480
acres are forested. Approximately 35 percent of the forested
area is included in the George Washington National Forest. Such
major forest areas proVide a shaded environment, relatively thick
s0il and dense undergrowth which retard surface runoff and erosion
and encourage infiltration. These factors combine to make expansive
woodlands an important factor in replenishing and maintaining both

the groundwater and surface water resources.

14




CHAPTER III
HYDROGEOLOGY

The Hydrologic Cycle

The close relationship betweén'geology and the occurrence,
distribution, availability and quality of groundwater makes
geologic information a prerequisite to understanding the hydro-
geology of an area. Topography, rock type and geologic structure
are principal factors which govern.the storage, transmission,
yield, quality and utilization possibilities. Other elements
influencing groundwater include soil, vegetation, temperature
and certain works of man. Overriding most of these factors are
quantity, intensity, frequency, duration and distribution of pre-
cipitation. The hydrologic cycle (Plate 3) explains the circulation
of water among the oceans, air, land surface and underground.

Topography is a significant factor influencing groundwater
conditions. As a general rule, low-lying areas near hills and
mountainous regions should be considered as having greater ground-
water potential than the higher elevations because runoff from
slopes results in increased infiltration in valleys. Pervious
soils, cultivated land and dense vegetation allow greater infil-
tration than do clayey and barren lands which are conducive to
higher rates of runoff. High temperature coupled with a high
degree of evaporation negatively affects groundwater recharge.

In urban areas, runoff increases and infiltration diminishes due

to the impermeable expanse created by paved areas and buildings.




The Hydrologic Cycle’

~ Cloud formed by
f. condensation of

From soil
From plonts ©

B B River or
Sy lake

Source: Gibson and Singer (1971) Plate No. 3

Geology and Groundwater

Different types of rock vary considerably in their ability to
absorb, store, and yield wafer. Shenandoah County is underlain by
sedimentary rocks which were deposited in ancient seas. These
rocks contain water in voids, bedding planes, fractures and
solution channels. The predominant rock types in the County are
limestone, shale, sandstone, and unconsolidated sand and gravel.
For the purpose of this report, limestone, a calcium carbonate,
and dolomite, a calcium-magnesium carbonate, will be termed
loosely as "carbonates". |

Carbonate rocks have highly variable water-bearing properties
and are poor to good aquifers. Where joints have been enlarged

into solution channels by the dissolving action of water, large

16




volumes of water may be stored and transmitted (Plates 4C and 4F).
The solution action can produce openings as large as the greatest
caves. Generally, it is believed that the formation of solution
channels in carbonate rocks operates most actively above and immedi-
ately below the water table, where the water in the rocks contains
a greatér charge of carbon dioxide and circulates most vigorously.
Carbonate rocks adjaéent to major streams have a high potential for
recharge and are relatively unaffected by seasonal water table
fluctuations. Therefore, limestone and dolomite formations which
outcrop near major streams may be very prolific aquifers, whereas
those occurring in areas remote from major streams may produce

oh]y meager amounts of groundwater.

Shale has relatively high porosity, but permeability is very
low. Poor to sometimes fair quantities of water may be obtained
from pore spaces, joints, bedding planes and shaley partings, but
shale generally forms an aquiclude, or barrier, confining ground-
water to underlying aquifers. Clay has hydrologic properties
similar to those of shale and is relatively impermeable; i.e.;
incapable of supplying water to wells.

Sandstone contains water in pore spaces which are dependent
on sorting, grain size, shape, packing and, most importantly, de-
gree of cementation (Plate 4E). Sandstone cemented with soluble
calcite or unstable clay minerals may break down easily and develop
high permeability. Some calcareous sandstone formations are ex-
cellent aquifers, but a sandstone cemented with silica may have

practically no permeability unless fractured.

17



EXAMPLES OF ROCK POROSITY
(A) Well-sorted sediment - high porosity; (B) Well-
sorted sediment consisting of porous pebbles - very
high porosity; (C) Porosity resulting from dissolution;

(D) Poorly-sorted sediment - low porosity; (E) Well-
sorted sediment with intergranular space filled with
"cement'' - very low porosity; (F) Porosity developed
along fractures. ‘
N :.—/'
‘Source: Meinzer (1923). PLATE NO. 4

Unconsolidated sand and gravel in alluvial and terrace de-
posits are highly porous and permeable and usually occupy areas
favorable for groundwater recharge (Plates 4A, 4B and 4D). Sand
and gravel beds lying adjacent to, and below the level of, a major
stream often yield abundant supplies of groundwater, while sand
and gravel in deep strata are also good aquifers. Similar deposits
at higher elevations may contain 1ittle groundwater.

Igneous and metamorphic rocks have very low porosity and
permeability. However, small supplies of water generally are
available near the surface where weathering has partially decomposed
the rocks. Below the weathered zone small quantities of water may
occur in fractures and along contacts between different rock types.

Geologic structure may strongly influence the occurrence of

18




groundwater, and this is especially true in certain areas of Shenan-
doah County. Anticlines (up-folds in the rock strata) may bring good
water-bearing beds near the surface along their axes and bury them
along the flanks (Plate 5A). Similarly, synclines (down-folds in
rock beds) may bring water—bearingvunits near the surface on the
f]anks-or may cause them to descend to great depths along the axis
~(Plate 5B). The axial portion of a syncline can act as a collection
area and, if tapped, may yield significant quantities of water under
high pressure. Water may flow undgr its own pressure to, or above,
the land surface, and when this occurs, the well is termed "artesian".
Similarly, excellent groundwater storage potential exists along well-
fractured anticlinal axes, but water pressure is generally not suf-
ficient to cause artesian conditions.

Faults are fracture zones along which there has been displace-
ment of rock masses relative to one another, and they often parallel
folding. The associated fracture openings in soluble rocks may be
enlarged by the solution action of groundwater, thereby resulting
in high well yields. Well yields from carbonate rocks are directly
influenced by the size and number of fractures intersected (Plate 6).
Faulting can also be detrimental to the groundwater potential of an
aréa. Not only can it act as a collection zone for groundwater
through its higher permeability, but it may also serve as a
barrier to Timit groundwater movement by causing the dislocation
of a water-bearing formatioh.

Joints are fractures along which there has been no appreciable

movement. They are favorable to groundwater occurrence, but, like

19



STRUCTURAL INFLUENCES IN GROUNDWATER AVAILABILITY

land surface

depth {ft)

A. An anticline may bring a water-bearing rock bed near the Surface at
its axis or send it to great depths along its flanks.

well axis land surface

, -o'

- 200’

£

£ 400’

§ i
- 600"

B. A syncline may bring a water-bearing rock bed near the surface at
its flanks or bury it at its axis.
Source: Virginia Stat;a Water Control Board - VRO PLATE NO. 5
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FRACTURES INFLUENCE YIELD FROM CARBONATE ROCKS

Small yield, well . Large yield , well
infersects a few intersects numerous

fractures . fractures.

Well | Well 2

B o '."l'.Sg;ép.abe'}a'r\. 'th;a...".éil.;'- s
S BT T P el g
Y ~— P TR S - L

o
in
fractures

Source: Newport (1971) PLATE NO. 6

faults and other fractures, tend to become fewer and smaller with

depth.

Hydrogeology of Shenandoah County

This County is composed entirely of sedimentary rocks occurring
in relatively narrow northeast-southwest belts. These rocks have
been heavily folded, and three major faults are present. Geologic

and groundwater conditions of the area are illustrated in Plate 7.

Geologic Setting. The oldest rocks in Shenandoah County are
those of Cambrian and Ordovician age (600-425 million years old).

Exposed along the floor of the Shenandoah‘Va11ey, these limestone
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and dolomite formations were deposited whenvcrustal downwarping
caused a long, narrow trough to form in a northeast-southwest
direction, generally coinciding with the present location of the
Appalachian Mountain Rahge from Alabama to Newfoundland. This
huge depression was invaded repeatedly by seas and served as a
deposifional site for thousands of feet of sediments over millions
of years. During the Si]urian,»Devonian and Mississippian ages
(425-300 million years ago) when uplift caused the sea to retreat,
there was rapid erosion resulting in transport of clastic sedi-
ments into the depositional trough. These sediments later were
conso]idated‘into}the younger shale and sandstone units predomi-
hating»in,Massahutten Mountain and from Little Nbrth‘Mountain west
to the state line.

Following this Tong depositional and uplift period, the area
was subjected to horizontal forces from the southeast which folded
the rocks into a series of anticlines and synclines and, in some
places, displaced huge masses of rock for thousands of feet along
fault planes. Erosion and terrestria]ldeposition over the last
300 million years has altered the land surface to its present
topography. The more resistant rocks, such as sandstone and
quartzite, form the ridges while the less resistant shale and
1imestone units have been eroded to form the valleys.

The youngest deposits, less than two million years old, are
the terraces and flood-plain alluvium which occur in proximity to
the major streams. These materials have been deposited by the

action of floods and consist mainly of sand and gravel.
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Geologic Formations and Groundwater Occurrence. The occurrence,

lithology, and average thickness of the formations discussed above
are detailed in the following paragraphs as a prelude to discussing
groundwater occurrence and availability in Shenandoah County. Nomen-
clature is consistent with that used by Young and Rader (1974) and
by Rader and Biggs (1976).

Groundwater conditions vary considerably across the County
due to the diverse geology and topography. Carbonate formations
are typically considered to be the pest‘aquifers in the Valley and
Ridge Province in Virginia, but the Ordovician-aged Martinsburg
shale is considered to be the best groundwater producer in Shenan-
doah County. This unusual situation is explained in part by the
presence of Smith's Creek and the North Fork of the Shenandoah
River which traverse the formation throughout much of their courses
in this County. The Cambro-Ordovician carbonates are very good
producers, though not generally as prolific as the Martinsburg
Formation. The Silurian and Devonian shale and sandstone units in
Massanutten Mountain and the upland regfon west of, and including,
Little North Mountain exhibit only poor to moderate potential for
groundwater.

Cambrian units (600-500 million years old) consist of a thick
series of dolomite and limestone with a few thin units of sandstone
and shale. Two major and hydrogeologically significant belts of
Conococheague outcrop through the County; Elbrook occurrences are
few and very insignificant from a hydrogeologic standpoint, with

the exception of those areas where alluvial and terrace deposits

25




overlie the .unit between Elkton and Grottoes.

The Ordovician-aged (500-425 million years old) Beekmantown,
Edinburg, and Martinsburg Formations are the three principal units
which, along with the Conococheague (Cambrian age), comprise the
bulk of the central lowlands floor. In Shenandoah County, the
Beekmantowh is basically a dolomite unit but does contain major
limestone zones; the Edinburg is a limestone, and the Martinsburg
is a shale. The Martinsburg, with a thickness of possibly 3000 feet,
is one of the most persistent formatioq; in the Shenandoah Valley
and occurs mainly in a three-mile belt extending the length of the
County along the base of Massanutten Mountain. Rader and Biggs (1976)
indicate limestone beds are present in the Martinsburg in the Massa-
nutten Synclinorium.

The Silurian rocks (425-405 million years old) consist of a
moderately-thick series of sandstones-and shales. Silurian sand-
stone is highly resistant to weathering and is one of the principal
ridge-formers in the Appalachian Mountains. It is these sandstone
formations which support the Massanutten range and the ridges along
the County's western border.

Devonian shales and sandstones (405-345 million years old)
occur in three major areas within the County. Two extensive belts
west of Little North Mountain and a large portion of Massanutten
Mountain afe represented by these units. Although they represent
approximately one-third of the County's 507 square miles, they are R

very insignificant hydrogeologically.

Quaternary materials (2 million years old-present) represent
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the youngest deposits in the County. They are mainly flood-plain
alluvium and terrace deposits above the flood plains that represent
former levels of the major streams, notably the North Fork of the
Shenandoah River. These deposits consist of gravel, sand, silt,

and clay.

Geologic Structure. Of the many structural features present

in Shenandoah County, two folded features and two faults appear to
be prihari]y responsible for the overall structure of the area. Two
major synclinal structures roughly follow the east and west borders
of the County: The Massanutten Synclinorium and the Supin Lick Syn-
cline, respectively. On the flanks of the Supin Lick Syncline sand-
stone and shale formation§ of Devonian age crop out west of Little
North Mountain. The Massanutten Syncline is basically a very large
trough which extends far beyond the County's northern and southern
borders and includes Massanutten Mountain. This fold and it$ re-
lated minor structures are responsible for the wide expanse of Mar-
tinsburg shale present along the western base of Massanutten
Mountain.

North Mountain Fault is the major zone of displacement and

runs the Tength of the County. Older Cambrian carbonate units have

been thrust over Ordovician, Silurian, and Devonian rocks, mostly
shale and sandstone. Thick shattered zones are present where car-
bonate rocks have been involved in crushing due to fault activity,
a phenomenon wpich greatly influences groundwater potential in the
area.

The Saumsville Fault extends from a point approximately four
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miles due north of Woodstock to approximately the Rockingham County
line in the southwest. Displacement involves the carbonate rocks
along the valley floor and generally results in older carbonates
being thrust over younger carbonates.

These structural features directly influence groundwater
conditions; The Massanutten Synclinorium serves as a large runoff _ -
collection area to recharge the Martinsburg shale belt and the over-
lying alluvial materials along the west toe of the Massanutten
Range. The Supin Lick Syncline performs the same function, though
the units of which it is formed offer less pdtentia] for groundwater
storage and movement. Extensive fracturing likely has occurred along
the two major fault zones identified above, thus facilitating infil-
tration and groundwater occurrence.

Table 2 summarizes the major geologic units of Shenandoah
County, including their water-bearing properties. Groundwater
potential of the various geologic formations underlying the County

will be elaborated upon in the next chapter.

Groundwater Movement and Storage

While there have been no detailed studies conducted of ground-
water movement and storage in Shenandoah County, it is recognized
that a very close relationship exists between surface water and
groundwater. Groundwater movement and storage are influenced by
topography, rock type, and geo]dgic structure, and movement is gen-
erally in the same direction as surface runoff, only much slower.
Movement and storage patterns are distinctly different in alluvial

deposits, carbonate rocks, and shale/sandstone units.
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Movement. Elevation is the prime factor determining ground-
water movement in alluvial deposits. When the water table is at a
higher elevation than a stream bed, groundwater will move toward
the stream, thus maintaining surface flow during dry periods. During
those times of year in late summer and early fall when the water
tab]e.generally drops, conditions may reverse,‘resulting in seepage
of water from the stream into the alluvium.

Groundwater movement within the thinly-covered carbonate rocks
underlying the central portion of the County is more complex. Some
of the carbonates are very dense and resistant to the dissolving
action of water while others commonly contain countless fractures
and solution cavities and provide for rapid movement and abundant
storage of groundwater. The unpredictable size, shape, and direction
of solution cavities makes groundwater movement very complicated in
the carbonates. Where highly-fractured carbonates occur at or near
the surface, optimal conditions exist for surface runoff and infil-
tration to enter into underground solution channels. Quite often a
single sinkhole serves as a major infiltration point for groundwater
recharge. Once water enters solution cavity systems, it behaves
much in the same manner as surface streams and may dischargé some
distance away as a spring. Sometimes an entire stream may disappear
in carbonate rocks and emerge as a large spring many miles away,
thus gfving rise to such names as Sinking Creek or Lost River.
However, there are no known examples of this situation in Shenan-
doah County.

Groundwater movement in the shale/sandstone areas of the
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western part of the County and Massanutten Mountain is relatively
simple. Water infiltrates the rock until it intersects bedding
planes and then flows down-dip. Very few fractures are found in

shale, so movement patterns are directly controlled by structure.

Storage. Maximum groundwater storage is possible in the allu-
vial and terrace deposits bordering major streams. These deposits -
consist mainly of non-cemented coarse sands, gravels and boulders
which provide maximum voids. The most important groundwater stor-
age area in this County is the alluvium bordering the North Fork
of the Shenandoah River. Other notable examples are along Smith's
Creek‘in the southeast and along Stony Creek from Jerome to
Edinburg. |
Where the flood-plain deposits overlie carbonate rocks with
abundant solution cavities, groundwater conditions are considerably
enhanced. Permeable flood-plain depoéits minimize runoff and in-
crease rates of infiltration. Not only do these deposits provide
for storage at shallow depths, but deeper wells can often tap
abundant supplies stored in the cavernous bedrock which will likely
be saturated due to the water storage and transmission properties
of the overlying material.
Storage capacity in carbonate rocks depends, as with movement,
on the rocks' resistance to the dissolving action of water. Large -
solution voids sometimes act as keservoirs, and fractures resulting
from structural activity can contain vast amounts of water.
Shale formations, as well as most sandstone units, seldom afford

adequate groundwater storage. An exception in Shenandoah County,
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however, is thekMartiﬁsburg shale which covers one-third of the
valley floor and outérops é]ong the large Massanuften Synclinorium,
Four factors combine to make the Méftinsburg a good groundwater
producer in Shenandoah County: 1) high récharge potential from
the western slopes of Massanutten Mountain;’Z) extensive alluvial
and ter}ace deposits overlying the formation along Smith‘s Creek
and the North Fork of the Shenandoah River;v3) the synclinal
(trough) structure; and 4) mihok'1iméstbﬁé beds andithe high]y
'calcaréous nature of the shale. |

Shale and sandstone units comprising_Massanutten,Mountain'and
the Little North Mountain sector are more typical and are consid-
ered re1ative1y poor groundwater sources. ‘Steep s1ope$ and high
runoff rates may render the beds unlikely to collect very great

quantities of infiltered water, making them adequate only for the

development of small-scale domestic supplies.







CHAPTER 1V |
GROUNDWATER POTENTIAL AND DEVELOPMENT

Groundwater Potential

The groundwater potential of an area is the ability of that
area td yield groundwater. Potential is determined mainly by the
geologic setting (rock type and structure) and topography. Geologic
setting is the overriding factor in Shenandoah County. Once the
geology has been determined, then topographic setting may be an
important secondary consideration, especially in the highland areas
in the east and west. Plate 8 illustrates the three major ground-
water potential categories occurring in Shenandoah County; The
map is based on the occurrence of geologic formations and their
general water-bearing characteristics. The map is of a general

nature, and exceptions will normally occur in each category.

Terrace and Alluvial Deposits. The terracé and alluvial de-
posits and the under]ying cérbonate and shale formations afford the
greatest groundwater potential to be realized in Shenandoah County.
The terraces are step-like and are formed mostly of sand and gravel
deposited by the stream as it flowed at higher elevations in the
past. The alluviual deposits are formed mostly of clay and silt
and border practically every stream in the County.

Young and Rader (1974) hote that the ancestral North Fork of
the Shenandoah River was responsible for the deposition of the
terraces. They have identified three levels of terrace and indicate

that the upper Tlevel alone is at least 160 feet thick and two miles
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in lateral extent. They are capable of storing and transmitting
large quantities of water and act as a recharge mechanism for the
underlying formations. Water table conditions are fairly uniform
throughout the deposits, and excellent well yields may be developed
at fairly shallow depths.

The bQ]k of terrace and alluvial deposits overlie the
Conococheague, Beekmantown, Oranda and Edinburg carbonates and
the Martinsburg shale. The most significant areas of terrace
deposition include a belt extending from New Market to Edinburg
and an expansive area fanning out along Stony Creek to the west
from Edinburg. Several smaller terrace areas are located to the
north and southwest of Edinburg. Minor alluvial deposits border
the North Fork of the Shenandoah River extending from Edinburg
north to Strasburg, and some terrace deposits are present at
Strasburg.

Structural deformation in the form of the Saumsville Fault, a
major fault zone, and alternating anticlines and synclines offer
increased fractures and associated solution activity to enhance
groundwater storage and transmission in the area west of Edinburg.
Less severe deformation has occurred south of Edinburg; the Mt.

Jackson Anticline is the most notable phenomenon.

Cambro-Ordovician Formations. The Cambro-Ordovician formations

not influenced by terrace and alluvial deposits have far less poten-
tial than their counterparts. These rocks include both the carbon-
ate formations and the Martinsburg formation, and although fair to

good yields are generally available, topographic setting plays a
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much more important role in determining the success of a'Wéll.
Potential is more dependent on surface water recharge from higher
e]évations since there are no overyling saturated deposits.

The carbonate beds exhibit several major fault zones and
assorted anticlines and synclines which offer extensive areas of
fractu}ing. Potential generally increases with greater proximity
~ to rivers and streams, since solution activity is accelerated and
streams provide a source of recharge. Solution activity is wide-
spread throughout all the carbonate beds as attested to by numerous
caves and sinkholes. |

‘The Martinsburg Formation appears to offer pdfentia] near]y
eéqual to that of the carbonate formations. Though this is the
exception rather than the rule, sevéra] factors combine to create
this condition.

The largest and most prolific water-bearing éxposure is lo-
cated along the western toe of the Massanutten Rahge where it is
traversed for much of its length by the North Fork of the Shenan-
doah River. The stream undoubtedly is an important recharge
mechanism, and potential is further‘influenced by surface runoff
from the steep western slopes of Massanutten Mountain. The Short
Mountain Syncline, a large bowl-shaped structure just west of
Massanutten Mountain, is occupied almost entirely by the Martinsburg
Formation. The syncline acts as a large groundwater collection
area which further enhances the groundwater potential.

Two minor weétern exposures of the Martihsburg also,offer good ;

groundwater potential though conditions are not conducive to the
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existence of the larger reserves commonly available from the
exposure at the base of the Massanutten Range. Faulting in these
areas, coupled with mountainous recharge areas, likely contribute

to the potential of these exposures.

Si]urian and Devonian Shale and Sandstone Formations. This

series of formations comprises the Massanhtten Range and the
mountains in the western part of the County.‘ Groundwater potential
s not as great as that found in the other aquifer systems, yet
the area has greater potential than is normally found in corres-
ponding rock types of other areas. The rock units of the western
mountainous area appear to offer higher gfoundwater potential than
~do the units comprising Massanutten Mountain. This is likely due
to the extensive folding which has taken place west of the North
Mountain Fault, whereas local deformqtion in the Massanutten Range

proper appears to have been significantly less.

Groundwater Development

Groundwater is the principal source of water supply for Shenan-
doah County. The towns of Edinburg, Mt.‘Jackson, New Market and Toms
‘Brook utilize groundwaier wholly or in part for their water supp]ies.
Only two towns, Woodstock and Strasburg, are supplied by surface water,
and the back-up system for Strasburg is a groundwater source.
Projections based on population and housing statistics supplied
by the Division of State Planning and Community Affairs (1972) indi- | -
cate that approximately 49 percent of the County'§ population is served

by groundwater. The remaining portion is supplied either by surface
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Awater or cisterns. Based on this percentage and on public and

industrial pumpage information on file, total daily groundwater
pumpage is estimated to be in excess of three million gallons per
day (MGD). Industrial usage is somewhat less than 1 MGD, and public
usage is approximately 1 MGD. >Total domestic demand, including |
commercial and institutional users, is estimated to be approximately
1.5 MGD.

Groundwater development is confined mainly to the Central
Valley area. Data on file indicates the three carbonate formations
have been developed to the greatest extent. The Martinsburg Forma-
tion,-though a very important water-bearing unit, has not'been |
developed nearly as much as the carbohates. The Silurian and Dev-
onian units have seen veﬁy limited development with the exception of
the Bryce Mountain Resort area at Basye. Table 3 1ists depth-yield
relationships for the three aquifer systems. It is important to
note that even though the table iﬁdicates the Silurian and Devonian
units are very good groundwater producers,_a1most all the data
available are from the Basye area which has to date proved to be an
excebtiona] area considering the rock type.

Plate 9 shows groundwater development based on data currently
on file. Though there are exceptions in each category, this presents

a general picture of current development trends.

Public Systems. A public system is defined by the Virginia

Department of Health (1974) as one which distributes water to more

than 25 individuals or more than 15 conngctiohs. At present there
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TABLE 3

AVERAGE YIELD (GPM) BY WELL DEPTH
FOR THE AQUIFER SYSTEMS OF SHENANDOAH COUNTY*

Depth (ft ,

Aquifer 0-99 100-199 200-299 300-399 400-499 Below 500

Carbonate (5) (45) (42) (22) (19) (18)
Minimum -8 1 1 2 2
Maximum 20 220 160 205 400 100
Méedian 12 © 26 29 36 70 24

Martinsburg (9) (24) (8) (2) (7) (3)
Minimum 6 3 2 6 3 11

- Maximum 50 183 275 31 200 450
Median 22 33 51 19 44 160

Silurian/

Devonian (8) (14) (2) (5) (4) (5)
Minimum 12 4 5 2 22 1
Maximum 60 80 20 90 38 7
Median 24 19 13 43 29 4

*A711 yields rounded to nearest gpm; parentheses () indicate number of wells
used in making calculation

Source: . Virginia State Water Control Board - VRO

are 31 public systems in Shenandoah County supplied by groundwater.

Table 4 1ists public users for which information is available.

(Note:

Table 4 does not include public systems supplying industries.

These systems are included in the section covering industrial systems).

The majority of these public systems have been developed in the

Central Valley area.

A few of the systems, most notably the Stoney

Creek Utilities Corporation which serves the Bryce Mountain Resort

area, have been developed in the Silurian/Devonian shale and sand-

stone formations.

incomplete.

42

Available well data for most public systems is
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TABLE 4
PUBLIC GROUNDWATER SYSTEMS IN SHENANDOAH COUNTY

System Average Pumpage (GPD)

Battleground Trailer Park 8,500*
Blue Ridge Homes (Section 2) 9,000*
Blue Ridge Trailer Court 6,800*
Borden's Trailer Park 8,000*
Concord Mobile Homes 28,800
Edinburg (Town of) 338,530
Heishman's Trailer Park 9,000*
Holler Subdivision #2 16,000*
Lambert Mobile Home Park 86,400**
Massanutten Heights 3,600*
Massanutten View 5,000*
Mountain Run 16,000*
Mountain View 3,000*
Mountain Water Works 5,440
Mount Jackson (Town of) 169,254
New Market (Town of) 250,000
New Market Battlefield 516
Round Hill Trailer Park 2,500*
Ryman's Subdivision 4,000*
Stoney Creek Utilities 15,938
Sundance Mountain Subdivision 8,000*
Toms Brook-Maurertown Service Authority 46,871
Westbrook Subdivision _2,500*

TOTAL 1,043,649

*Normal production figures supplied by Virginia Department of Health
**Maximum production figures supplied by Virginia Department of Health

Source: Virginia Department of Health;
Virginia State Water Control Bpard - VRO

Industrial Systems. Industrial systems probably account for

less than 1 MGD of groundwater withdrawal in Shenandoah County.
Though some industria] systems are actually classified as public
systems because one or more wells or springs may supply "sanitary"
water, for the purposes of this report they are included as indus-
trial systems. Major industrial users for which data are available

are listed in Table 5.
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TABLE 5
MAJOR INDUSTRIAL GROUNDWATER USERS. IN SHENANDOAH COUNTY*

Industry Average Pumpage (GPD)
Aileen (Edinburg) : 8, 000
Aileen (Woodstock) -~ 3,000
.- Bowman Apple Products 20,000 ' , i
" Chemstone 25,797 -
" - Howell Metal Co. 86,400 ‘ ‘
Irvin Candy Co. 2,000 , .
Johns-Manville 6,274 ‘ \ -
Rocco. Farm Foods ' 495,000
Shenandoah Block 4,250

TOTAL 650,721

*Includes some systems actually classified "Pub11c" by the
Virginia Department of Health

Source:v Virginia State Water Control Board —‘VRO

Statistics derived from data on file indicate that the average
industrial well in this County is 3?8 feet deep and yields 97 gpm.
Table 6 elaborates further on these figures. The majority of these
wells have been developed in the carbonate formations; only two tap
the Maftiﬁsburg Formation and none have been drilled in the Silurian/

Devonian formations.

TABLE 6
INDUSTRIAL WELL STATISTICS, SHENANDOAH COUNTY*

‘Depth §ft2 ' Yield (gpm)

Minimum = 146 12
Maximum 700 400 .
Median 378 97

*Calculations based on records for 15 wells -

Source: Virginia State Water Control Board - VRO
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The four most prolific industrial wells (yields of 100 gpm or
greater) have been developed in terrace and alluvial deposits over-
lying carbonate formations. Two wells (29 and 79) owned by Rocco
Farm Foods in Columbia Furnace produce 393 and 400 gpm, respectively,
from the Beekmantown Formation which is overlain by alluvial de-
positsrbordering Stony Creek. Two wells (32 and 34) at the Bowman
Apple Products Company in Mt. Jackson produce 100 and 220 gpm,
respectively. These wells tap the Conococheague Formation which
is recharged by overlying terrace deposits.

High-yield industrial wells generally have 1arge-diameter cas-
ing. Wells with 20-inch casing are common, but usually the casing

te]escopes down to 12-, 10-, or 8-inch diameter at the bottom.

Domestic Wells. Domestic We]]s, including commercial and in-
stitutional wells, are numerous in Shenandoah County and are the
most important source of water fof the rural areas. Statistics
indicate that 77 percent of the domestic wells on file yield 25 gpm
or less. Only seven percent produce greatér than 50 gpm. This
does not necessarily indicate that higher yields are not available.
Rather, it indicates that the majority of domestic needs are met
with yields falling within the 25 gpm bracket, so further develop-
ment is not necessary. This is further illustrated by the fact
that the average domestic well in Shenandoah County is 241 feet
deep (based on 238 wells) whereas the average industrial well is

378 feet deep (based on 15 wells).

Groundwater Development Problems

Invariably some problems do arise in Shenandoah County during
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the process of developing and maintaining a well system. Most of
the problems are experienced in the carbonate rock areas and are

directly related to solution channels.

Well Interference. Well interference in carbonate rock occurs

when two or more wells tap interconnected solution channels. This
causes no problem if the channel transmits a greater volume of water
than all the wells can pump. However, if the volume is only enough
for an adequate supply for one well, the result can be lowered levels
in one or all wells. Lowered levels result in less available water,
and occasionally levels drop below pump settings and cause wells to
cease production altogether. Extended periods of dry weather tend
to aggravate these conditions, since groundwater storage is likely
to be reduced. Well interference can usually be avoided by not
drilling adjacent to existing wells. Several cases of well inter-
ference have been reported in Shenandoah County, especially during

periods of extended drought.

Sinkhole Collapse. A gradual, and sometimes sudden, settling

of the land surface may result from over-development of the ground-

water resources of an area. Accelerated solution activity in karst

regions due to groundwater withdrawal often resuits in collapse of

the land surface. Most often the collapse involves a relatively

small area (less than 50 feet) and creates a sinkhole. Occasionally e
a subterranean stream may be revealed. Sinkhole collapse is usually

the result of "underground erosion". A recent collapse in the north

bound lane of Interstate 81 just south of the Edinburg exchange is
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a typical karst collapse phenonemon, though it is not known if the

collapse was a direct result of groundwater withdrawal.

Mud Seams. A mud seam is a solution channel that is wholly or
partially filled with mud. Mud seams are quite frequently encount-
ered in drilling operations in Shenandoah County. Continuous pumping
after tapping a mud seam will sometimes remove all the mud, though
it may take several hours or even days to clear the water. In most

cases, however, the seam must be cased off or the well abandoned.
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CHAPTER V
GROUNDWATER QUALITY

Introduction

The quality of groundwater refers to its chemical, physical
and biological characteristics. Groundwater contains dissolved
mineral matter, has physical characteristics such as temperature,
taste and odor, and may contain bacterial organisms. These factors
are controlled in part by atmospheric gases, weathering and erosion
of rock and soil, and the activities of man. Groundwater quality
is highly influenced by the nature of the rock and soil with which
it comes in contact since temperature, pressure and duration of
con#act determine the amount of dissolved minerals it contains.

Soil is nature's most efficient system of filtering water.
Water infiltrating through thick $0il cover stands an excellent
chance of being purged of its harmful constituents or having them
reduced to harmless concentrations. However, in areas where rock
is exposed at the land surface, particularly in carbonate regions
where the rock is prone to fracturing and solution activity, the
water is introduced directly into the groundwater regime without
the benefit of filtering. Lacking this cleansing action, it may
carry chemical and biological pollutants which are capable of de-
grading the groundwater resources of an entire area.

More than 60 constituents and properties frequently are
included in groundwater quality analyses. Many can be highly
toxic and extreme health hazards, some are undesirable yet harm-

less unless in very unusual concentrations, and others are
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necessary for bodily functions and general good health. Constituents
such as arsenic, cadmium, chromium, cyanide, mercury and lead are
extremely toxic, while others such as copper, iron, manganese and
zinc are generally only a nuisance but may be hazardous in large
concentrations. Any groundwater supply intended for drinking pur-
poses should be analyzed by the Virginia Department of Health.

Table 7 is a summary of common quality parameters, their recommended

1imits, and hazards and benefits associated with them.

Groundwater Quality by Hydrogeologic Area

Two distinct groundwater quality trends emerge in Shenandoah
County. Part of the County exhibits high hardness trends and
normal iron concentrations, while the other sector has notably high
iron concentrations but has minimal hardness. Plates 10 and 11
delineate general trends for hardness and iron, respectively, based
mainly on geologic conditions and in part on available laboratory
data. The County as a whole exhibits no major quality problems.
Table 8 is a comparison of common quality parameters for the three

hydrogeologic areas.

Central Valley Area. This area encompasses two hydrogeologic

units: the Cambro-Ordovician carbonate formations and the Martinsburg
Formation. While these two units are similar in many respects, sig-
nificant quality differences do exist. The greatest variations occur -
for hardness, iron and manganese.
Groundwater in the Cambro-Ordovician carbonates is more highly

mineralized than that found in the other hydrogeologic units. Total
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Subs tance
Bicarbonate

Calcium

Chloride
Fluoride

Hardness
(as CaC03)

Iron

Magnesium

Manganese

Nitrate

pH

Potassium

Sodium

Solids
(Total

Dissolved)

Specific
Conductivity

Sulfate

TABLE 7

GROUNDWATER QUALITY PARAMETERS

Maximum Recommended
Concentration (mg/1)*

/Remarks

150
200

**250 (Esthetics)
**1.4 (Health)

0-60 Soft
61-120 Mod. Hard
121-180 Hard
Above 180 Very Hard

**0.3 (Esthetics)
150

**0.5 (Esthetics)
**10 as N, 45 as
NO., (Appendix B
lidted as NO3,

Health Department
as N} (Health)

5.5-8.0

1000-2000
100

500

1000

**250 (Esthetics)

Seldom considered detrimental; Jower amounts recommended for washing

Seldom a health concern; may be a disadvantage in washing, laundry,
bathing; encrustations on utensils

Taste is a major criterion; generally not harmful unless in very high
concentrations, but may be injurious to sufferers of heart and kidney
diseases; sea water is 19,000 mg/1

Presence of about 1.0 mg/1 may be more beneficial than detrimental;
below 0.8 mg/1 may cause mottling of teeth; extreme doses (4 grams)
may cause death

Hard waters have had no demonstrable harmful effects upon the health
of consumers; major detrimental effect is economic--values above

100 mg/1 become increasingly inconvenient; wastes soap and causes
utensil encrustation

" Essential to nutrition and not detrimental to health unless in con-

centrations of several milligrams; main problems are bad taste,
staining and discoloration of Jaundry and porcelain fixtures

Not a health hazard because taste becomes extremely unpleasant before
toxic concentrations reached; may have laxative effect on new users

Essential to nutrition but may be -toxic in high concentrations; taste
becomes problem before toxic concentrations reached; undesirable be-
cause it causes bad taste, deposits on cooked food, stains and dis-
colors laundry and plumbing fixtures

May be extremely poisonous in high concentrations; may cause.disease
in infants ("blue baby"); irritates bladder and gastrointestinal
tract, may cause diarrhea

Indicates whether solution will act as an acid or base; water acquires
"sour" taste below 4; high values favor corrosion control; efficiency
of chiorination severely reduced when pH above 7

May act as a laxative in excessive quantities

May be harmful to sufferers of cardiac, circulatory, or kidney disease;
concentrations as tow as 200 mg/1 may be injurious

Not a health hazard above 500 mg/1, but may impart disagreeable taste,
corrode pipes; general indicator of how highly water is mineralized
An indicator of the amount of dissolved solids in water; high concen-

trations can cause corrosion of iron and steel

Above 250 mg/1 may act as laxative on new users; may impart foul taste
and odor

*Recommended concentrations based on current literature

**Actual limits established by the Virginia Department of Health; parentheses () indicate basis for limit

Source: McKee and Wolf (1963);
Virginia Department of Health
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GROUNDWATER QUALITY PARAMETERS:

TABLE 8

AVERAGE VALUES (MG/L) BY HYDROGEOLOGIC AREA, SHENANDOAH COUNTY*

Parameter

Calcium
Minimum
Maximum
Median

Hardness (Ca-Mg)
Minimum
Maximum
Median

Iron
Minimum
Maximum
Median

Magnesium
Minimum
Maximum
Median

Manganese
Minimum
Maximum
Median

Nitrate (as NO3)
Minimum
Maximum
Median

pH
Minimum
Maximum
Median

Central Valley

Carbonates Martinsburg

- Western Highlands and

Massanutten Range

(39)

8.
175.
78.

OO

66

(29)

(35)

~N OO0~

Solids (Total Dissolved)(38)

Minimum
Maximum
Median

172.
.00
349.

711

*Parentheses () indicate number

Source: Virginia State Water Control Board - VRO

80
00
83

.00
.00
.08

.00
.00
.14

.30
.00
28.

16

.00
.20
.05

.00
.90
.34

.00
.70
.52

00
03

(15)

24,
196.
80.

(15)

112.
550.
255.

(17)

00
00
67

00
00
53

0.00

.80
.35

.50
.20
.57

.00
.51
.16

0.00

(17)

~N oo

(16)

169.
1186.
339.

.80
.15

.50
.30
.28

00
00
19

(11)
9.00
56.00
26.75

(11)
32.00
191.00
103.91

(10)

o O
o
o

OO
W
o

(11)

~N~
[
B

(11)
61.00
440.00
186.09

of wells used in making calculations
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dissolved solids average around 350 milligrams/liter (mg/1), but some
areas tend to exhibit unusually high concentrations, Well (57) south-
west of Strasburg has the highest concentration reported in the car-
bonates at 711 mg/1, but concentrations greater than 500 mg/1 have
been detected at several locations along the major thoroughfares

(U.S. Route 11 and State Route 42). Hardness averages above 300

mg/1; values in excess of 400 mg/1 are prevalent in the Strasburg

and Columbia Furnace areas. Manganese is unusually high in the north-
ern section of Strasburg but is not considered a problem in any of
the carbonate formations.

Iron, chloride and sulfate trends are well below accepted
standards. The Toms Brook Highway Shop well (57) has a chloride
value of 90 mg/1, twice as high as any other well in the County.

This unusually high concentration has been attributed to the storage
of highway de-icing salts at the installation.

Thé Martinsburg Formation exhibits quality characteristics
similar to the carbonates with a few exceptions. Total mineral °
matter is nearly identical, but hardness is somewhat lower at approxi-
mately 255 mg/1; the water, however, is still considered very hard.
The major differences are in iron and manganeée, both being found
in greater concentrations in the Martinsburg. Iron averages 0.35
mg/1, just above the 0.3 mg/1 drinking water limit established by
the Viréinia Department of Health. Manganese averages in excess of
0.15 mg/1 which is above the 0.05 mg/1 1imit imposed by the Health
Department. The high iron and manganese concentrationé do not

appear to be isolated to any particular area.
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Western Highlands and The Massanutten Range. The groundwater

éncountered in these hydrogeologic areas is generally of excellent

quality with the exception'of iron and manganese concentrations.

Iron, on the average, has been measured in excess of 2 mg/1, far

above the 0;3'mg/1 1imit established by the Virginia Department of g
Health. Concentrations as high as 6.2 mg/1 in well (134) and 2.9
mg/1 in well (156) have been detected approximately one mile west

* of Conicville; well (142) just'south of Orkney Springs was recorded
at 3.7 mg/1.

Mangénese concentrations average nearly 0.4 mg/1, eight times
the Virginia Debartment of Health drinking water 1imit of 0.05 mg/1.
Wells (134) and (156) west of Conicville showed concentrations of
1.25 mg/1 and 0.41 mg/1, respectively. Manganese of 0.44 mg/1 was
-detecfed in well (112) two miles west of Columbia Furnace.

Iron in excess of 1.2 mg/1 and manganese of 0.32 mg/1 has been
detected in wells (74) and (75) located in Fort Valley. At present
this is the only quality data on file for the Massanutten Range in
Shenandoah County.
| Other’groundwater quality parameter concentrations have proved
~to be far below those encountered in the Central Valley. Total
dissolved solids are approximately one-half the concentration noted
in.the carbonatés and the Martinsburg Formation, averaging approxi-
mate]y 185 mg/1, and hardness is comparatively low at approximately
100 mg/1. Sulfate values are surprisingly low (7 mg/1) for the
rocks involved (principally shale), but only three analyses are

available for this parameter.
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Groundwater Contamination-

Groundwater contamination occurs when foreign matter of any
nature enters the groundwater system and alters the natural quality.
Pollution of a groundwater supply is far more serious than surface
water pollution because there is no way to purify an aquifer system.

A1l pufification must be done on an individual basis.

Methods of Contamination. The most common groundwater contami-

nation mechanisms in Shenandoah County involve the introduction of
contaminants into solution channels via sinkholes and bedrock
exposures at the surface. For this reason the areas underlain by
carbonate bedrock are highly susceptible to contamination.

Sinkholes are a major threat because people tend to use these
depressions in the land surface for the disposal of dead animals,
trash and other wastes. Additionally, sinkholes are collection
areas for surface runoff which may carry other pollutants. The
absence of an adequate sbi] cover at the bottom of the sinkhole
means simply that water passing through the overlying rubble will
not be fi]teréd of harmful constituents béfore it enters solution
chanhe]s beneath the depression. Once the pollutants have entered
the groundwater regime,»they-may‘spread in unpredictable patterns
to areas being tapped as water sources by unsuspecting well owners.
Plate 12 pictures a typical sinkhole situation showing the high
potential for contamination.

Exposures of carbonate bedrock on the land surface and éreas
in which only a very thin soil cover overlies carbonate bédrock

afford excellent opportunities for groundwater contamination. As
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Source: Virginia State Water Control Board — VRO PLATE NO. 12
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with sinkholes, the key factor is the lack of adequate soil cover

to purge wastes from-surface runoff.

Sources of Contamination. Though there have been no major

areas of groundwater pollution identified in Shenandoah County,
1o¢a1 contamination occurs occasionally. The most significant
potential sources of grouhdwater contamination are septic tank
drainfields; agricu]fura] runoff from croplands, barnyards and
feediots; spii]s and leakage of petroleum and hazardous chemicals;
and leakage from sanitary landfills and waste treatment facilities.

Septic tank systems are a common form of domestic sewage treat-
ment in this County. If an inadequate soil cover houses the septic
tank drainfield, pollutants will not be filtered out before they
enter the groundwater. Nitrates and coliform bacteria are the most
common contaminants from septic systems.

Agricultural runoff from croplands often causes nitrate con-
tamination from fertilizers. In addition, pesticides and herbicides
also may be negative factors. Barnyards and feedlots are also a
common source of bacterial contamination.

Hydrocarbon contamination caused by spills and leakage of
petroleum products has been reported in several areas of the County.
Minute amounts of petroleum in groundWater may cause foul tastes
and offensive odors. Occasionally the‘water returns to a normal
state in a reasonable time if the source can be identified and
eliminated. In many cases, however, it is impossible to determine
the source of the contamination because petroleum products undergo

drastic changes once they come in contact with rocks and soil.
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Several incidents have occurred recently in Shenandoah County
and are still under investigation. West of New Market, drainage
pipes which apparently drain springs in the area have been found to
be contaminated with some type of petroleum product, probably gaso-
line. The source is as yet unknown but is possibly one of several
service stafions in the immediate area. An incident in Edinburg
involving a newly-drilled well at a local business establishment
is possibly related to an old gasoline storage tank which has long
since been removed from the ground. The tank at the time of removal
was reported to be in a leaky state; gasoline which may have escaped
from the tank 1ikely has saturated the soil in the area and could
be the source of the contamination.

| Sanitary landfills and waste treatment facilities are potential
sources of groundwater pollution. Industrial wastes often contain
heavy metals which can be highly toxic in sufficient quantities.
Landfills produce leachate, a "grossly polluted 1iquid characterized
by high concentrations of dissolved chemicals, chemical and bio-
logical demand, and hardness" (Zaporozec, 1974). The key to
pollution prevention is responsible management and operation of
waste disposal facilities. Groundwater monitoring is an effective
method of determining the presence and extent of contamination.
Shenandoah County has exhibited no known groundwater pollution
from any waste disposal sites, though most facilities have been in

operation for many years.
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CHAPTER VI
CONCLUSIONS AND RECOMMENDATIONS

Conclusions

The groundwater resources of Shenandoah County are an important
water supply source. Approximately half of the County's population
is supplied by groundwater. Present groundwater development is
confined mainly to the Central Valley area with the majority of the
development being in the carbonate units. The Martinsburg Formation
is a reliable water-bearing unit but has been developed to a lesser
extent. Maximum potential is possible from the alluvial and terrace
deposits overlying the carbonate rocks and the Martinsburg Formation.
Present groundwater development can probably be tripled without
adverse effects as long as responsible management practices are
observed.

Groundwater quality is generally very good. High hardness is
common from the carbonates and the Martinsburg Formation, and ex-
cessive iron concentrations are commonly found in the Silurian and
Devonian shale and sandstone units in the east and west. The
Martinsburg shale is unusual in that iron concentrations rarely
exceed 0.3 mg/1.

No major groundwater contamination problems exist in Shenan-
doah County. Isolated cases of local contamination are frequent
and are usually the result of inadequate septic tank‘systems,
‘agricultural runoff, or spills and leaks from petroleum fac111t1es

Many potential pollution sources exist, and the areas under1a1n by
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carbonate formations are the most susceptible to contamination due

to the preSence of solution channels.

Recommendations

(1) The alluvial and terrace deposits extendjng ffom New
Market to Edinburg along the North Fork of the Shenéndoah River and
to the west of Edinburg offer the greatest groundwater potential and
can likely be developed to yield several million gallons per day if
responsible management practices are observed.

(2) The Martinsburg Formation can be developed to a far greater
extent and can be relied upon to-produce good quality groundwater of
moderate to good yields if well sites are selected to take maximum
advantage of topography andfgedlogy.

(3) The carbonate formations underlying the Central Valley
offer fair to good groundwater potential. However, these formations
are more susceptible to groundwater contamination due to the presence
of solution channels.

(4) Proper well development in the shale and sandstone forma-
tions along the West Virginia border, especially in the Basye area,
will usually result in adequate supplies for domestic and small
public and commercial uses.

(5) The shale and sandstone formations of the Massanutten
Range should be considered only for small domestic uses.

(6) Hardness should be a consideration when developing supplies
in the carbonate rocks and the Martinsburg Formation.

(7) Excessive iron concentrations should be considered when

developing the Silurian and Devonian shale and sandstone formations.
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(8) When the need to develop groundwater arises:
(a) consulting hydrogeologists, well drillers and repre-
sentatives of this Agency are available for information and advice;
(b) the Virginia Department of Health must be contacted
- pursuant to developing a public supply well and should be contacted
when déve]oping a domestic drinking water supply;
(c) reports and samples required by the Groundwater Act

of 1973 must be submitted to the State Water Control Board.
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APPENDIX A
KEY WATER WELLS IN SHENANDOAH COUNTY

The accompanying Shenandoah County map (Plate A-1) shows
locations for approximately 150 of the more than 300 wells and
springs indicated on the computer printout appearing in Appendix B.
They are representative of the County as a whole as far as density
is concerned. The numbers appearing next to each well/spring may
be cross-referenced with the information contained in Appendices

B and C.

A-1







APPENDIX B
SUMMARY OF WATER WELL DATA FOR SHENANDOAH COUNTY

The computer printout on the following pages lists basic
data for wells and springs in Shenandoah County. This printout is
updated frequently to include information from new Water Well
Completion Reports which are constantly being submitted by water
well drillers. The information under the heading "Aquifer" may be
cross-referenced with Table 2, Chapter III. Locations for many of

the wells may be found in Appendix A.
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APPENDIX C
SUMMARY OF GROUNDWATER QUALITY ANALYSES FOR SHENANDOAH COUNTY

The computer printout on the following pages lists basic
groundwater quality data available for certain of the wells and
springs listed in the water well data summary (Appendix B).

Locations for many of the wells may be found in Appendix A.

C-1







(EON SV) 3JLVHLIIN EON

J0IY0THI 712 LV4INS  3190S 3LVYNOGYYIIE8 :EOQJH
WNISSVLOd 3 ) WNIQ0S VN WNISINOVYW 9K
WNIJVD VD 3S3INVONVH  iNW NO¥I :34

asesases H3ILIT H3d SWYHOITNIIW NI QIUNSVIW 34V MOT3E QILSIT SHILIWVHEVD sssssnes

*3INTVA SSINQYEVH

IVLI0L 3IHL NVHL #394V7 38 1IM SISATVYNY 3W0S 804 SINTIVA SSINQUVH WNISINOVW-WNIDIVI 3IHL

NOILYNIW®3L3Q NI 3IONIEIL4IQ SIHL 40 3ISNVIIA *WNISINOVW ONV WNIDTVD d04 S3NTIVA OINIWH3L3Q

=ATIVIINIHD WOHA NOTLVINDIVD WOILVWIHIVW A8 Q3INIWY3ILIA ATWHIANIO SI SSINGHVH
WNISINOVR=WNIDTVD SVYIYIHM NOILVHELIL TVIIW3IHD A8 G3NIWY3ILIA ATIVYINID SI SS3INGUWVH TviOr 310N

*YIHLYT Ol dVOS ¥04 SI LI LINDI441I0 IHOW 3IHL “H3ILVM
30 SS3INGHVH 3HL YIHOIH JHL °*dVOS HLIM LIOV3IM Ol SSINGYVH ONISNVD SNOI 3IHL 40 AONION3L 3IHL 40
35NV238 3ISNVIND ¥0 HIHLIVI 0L dVOS 40 ALITNIBY 3IHL 10344V T17IM ¥ILVA NI SSINOUVH 340 INNOWY 3HL

*H3L1T ¥3d SWYHOITIW SI 3UNSYIW 30 LINN °*HILVM NI
SSIANCHVYH 1TV LSOWIVY 804 318ISNOISIY ATIVEINIO UV HOIHM *WNISINOVW ONV WAIDIWVD
A8 Q3ISNVI SSINGYVH TVIOL 4O NOILYOd LVHL SILVIIGNI - SSINQHVH WNISINOVW-WNIOTIVD :OWVD SSINQHVH
*¥3LIT ¥3d SWYYOITIW SI 34NSYIW 40 LINN °STIVI3IW 30VHL
Y3HLO0 ANV ¢ ONIZ “NONI *WNIS3INOVW SWNIJNVD 340 3ONISI¥d 3IHL A8 03SNVI - SSINGHVYH IVLIOL :7V10L SS3INGYVH

H3LIT ¥3d SWVHOITIW SI IN3IW3UNSY3IW 40 LINN
£¥3LVYM NI SIVHININ Q3AT0SSIQ 40 INNOWY V101 SILVOIONI - SAIT0S Q3IATOSSIC vioL :QIT0S SIG-L

OHWONIIW SI INIWIYNSYIW 340 LINN $STVEINIW QIAT0SSIO J0 SLNNOWY ¥3LV3INO 3LVIIONI SINIVA H3IHIIH
tH3LVM NI SIVE3NIW Q3AT0SSIC 40 LNNOWY 3AILVIIY 3IHL 40 HOLVIIANI NV = ALIAILONGNOD J14I123dS :GNOD J3dS

*¥3L1VM 3IHL D1IQIDV

JH0W 3HL *3NTVA Hd 3HL ¥3TIVWS 3HL $21QIOV 38 OL G3IYIACISNGD ST 0°L NVHL SS37 Hd Vv HLIM H3LVA

*Y3LVM 3HL 3INITVXIVY JHOW IHL *3NIVA Hd 3HL H39¥VT 3IHL $3INITVXNIV ¥O0 DISVE 38 0L G3¥3QISNOD SI
0°L NVHL ¥31V3¥9 Hd V HLIM ¥31VM ¢%1 HONOHHL 1 40 3TvIS V NO Q3SVE ~ NOILV¥AINIINOD NOI N3IJOUAAH :Hd
*Q31237700 SYM 3ITdWYS H3ILVM HOIHM NI ¥V3A ONV HINOW = Q37dWVS 3L1VQ :dWVS 3lva
*T113M 4O NOILVOOT ¥O/ONV HINMO 173M INIHHEND ¥0 TYNIOINO SITJTINIQT  :30VId HO/ONV HINMO

YIOWNAN SIHL 3SA T3 JIJID3dS V Ol ONINH¥IAIY N3HM tALNNOD V
NIHLIM O3SN W3ILSAS ONIN¥IBWNN VILININDIS Vv - Y3IBWAN QHVOE T0YINOD HILVM JLVLIS 0N 8IMS

aegoneenaness SHILINVEVCD 40 NOILVNVIEXI sesnnssnnsns
*ONOWHIIY NI S¥Y31¥VNOAV3IH AON3OV 3HL LV S3IIONLS
G314 ONY 3ONVIII3ANNS 40 NV3HNE 3HL 80 3D1440 TVNOIO3IY ILVI¥-40dddV 3HL ONILIDVINOD A8
Q3INIVLIBO 38 NVD OGNV 378VIIVAV SI SONIN¥dS ANV ST1I3m 3S3IHL 40 ANVW H0J NOILVWIOINI ALINVNO
H3LVYMONNOYS IYNOILIQQY °*QHVOS. TOMINOD ¥3LVM 3LIVIS VINIONIA 3HL 40 S30I1440 3HL NI 3114
ANINVAYE3d NO 3d8Y HOIHM *SONINdS ONV ST113M WOHJ (310371700 *HILVMANNOHD 40 S3ISATVNY WOHJ
GINIVLIA0 YiVQ DISVE S3ZIYVWWNS VLIVO ALITIVNO HILYMANNO¥O 40 L1SITT ONIMOTI04 3HL
P Y Y Y S PP P PP PR S TR PR TP PP PP ey Ty P Y P I I 2T T T TR Y T2 Y ¥
ALNNOD HVOAONVN3HS 404 SASATYNY ALITVND HILVMANNOUOD u& AYVYWKWNS
s314an1s a1314 aNV FIOONVIIAIT I AENS 40 nNv3iuyane

Gyvos T081iINOD 43 1VYAM iiLtvis YVINIO9AHEIA

C-3



©°SE
609
Loet

o°g
2°01
2%22
8°s
1°€

8°sl

EON

0°06
0°21
0L

a0 %0S

SISATVNY 01 ¥343y *G3401S 38 1ON QN0 - (66°66) SININ 1V £0312313Q LON *O03SATVNY = (00°00) SO¥3Z TIV--310N

"*0
0°s
2°1
#°1

8°0

€00H ]

[
01
01
19

0*t

041

01

st
8°2
0°1
SL

se02

N

L%y

PAs A4
0%L€
0°99
g*sl

1°91

06
9°%
0°ts
0*2e
98
L1
gy
2°st
0°ve

0°€E

w7

bl

et
0° w8
0°0tt
0°0€1
0°1¢

0°9¢L
0°%s
0°6%
0°Ls
0°551

0°Ey

v

SI*0
10°¢
000
to°o
000
o1°0
00°0

89°0

02*0

01°0

00°0

090
00°0

00°0

10°0

NW

:N.A
00°0
00°0
00°0

01°0

09°0

02°0
00°0

02°0

01°0
ot*o
00°0
00°0
02°0

01°0

4

est
0o%
924
565
int
Ol
€0t
0g

€91
Svv
20€
€91
s02

961

02e
%4l
el

8l

SHy

#S1

%81

%01

%8

IN*VYD Tviol
SSINGUVH

9% 0€9
LSS 00L
9L 059
SBI one
25€ ore
891 :2¢4
LeLt 891
Ll tse
06€ 06S
182 0SE
26l 0€e
11 0eeé
€0% 00L
SBE 06%
€E2 ETE
2Lt 042
6E2

L6E 059
S9% 02L
7Ll 092
gI10s  aNOJ
SIG=-1 J3dS

€*x

wtL

Hd

2L s

SL
Ssé
SL
9L

sL

€L
k23

SL

€9
k23
k23
wi
SL
Se

k23
i
Se
L
vL

SL

0t
0t
9
2

ot

ot

21
ot

01

dWvS
3ivo

SHHOM HILVM NIVLINNOW 96
NIMAV 311383AF 56

SANOM AWWOL %A

W30 NIAT3IW €6

TJO0HIS W33 TIVM3INOLS 26
ZLOHNM3HLYIM 14380 16
T# NIVINNOW 30AN8 *»8

2# NIVINNOW 32A¥8 €8
AVHENW QUVHOIY €2

4H0D 3NOLSWIHD 89

2K LINHVW M3N 30 NMOL S9
(9¥NENTG3) (e NIITIV 09
€# AVMHOIH 40 Ld3G YA 65
2# AVMHOIHW 40 Ld30 VA 8S
1# AVMHOIH 40 Ld3Q VA LS
I1# 1534 dOHS INOLS 8F

T# 3%000 NvQ oS¢

A¥L1IN0d VA N33IHLIYON 1€
S3WOH 3ITI60R QHOONOD L2
Wavd 11IH 3903 92

ANIS 7 ONOWAVY 0¢

T# AVMNOD NOLHNE 9

2# T138dWVD 3 QUVNO3T ¢

oM
30Vd HO/ONV d3NMO  8OmS

BEBR RN RSN AR R B A RGN BB BRI B R R G R GRB AR RN R R R RO BB R ORI RI DR RSP LREDBRBEHSSHGRBIARRIB RN RIS

ALNNOD HVOQONVNIHS

S3IrTranits

gyvos

ga131 4

104

¥04 SISATIVNY ALIVAD HILYFANNOHD 40 AHVARWNS

NV

1 NOD

3INVYIAIT3IAENS 40

4 3 1L VM

3i1vd

5

viINI

nv

94 1A

E]

-]

n

a

N

C-4



SISATIYNY Ol d344a *G3IH0LS 38 LON ONOD = (66°66) SININ IV $G3103130 LON *Q3SATVYNY -~ (00°00) SQ83Z IMV=--3L0N

1L 0*1 S°0 0°s 0°9€ 0°Ze 000 00°0 Lit 08€ 0%s L sL 21 HLIWS AddvVY 9 L¥380Y €%1
0*o [1A4 1°1 01 L*21 0°9s 02°0 0.°t Tel Ovy ote €°L sL 01 Y3LIVMOHS AddvY 2yl
€°s [ 0°0 0°r 0°9 0°0¢ 10°0 0£°0 6%l €8l 2°L st 11 ADIYIMS QAOTT 1%T
E°€T 0°% 0*o0 0°1 L°21 0°S99 00°0 00°0 wie 892 %L sL 11 AINHIHS 398039 041
9°92 0°01 L2 0°t 69l 0% 00°0 OT1°%n ge2 LYE 0Ly LA 6L 01 NYAY Ad¥3C 61
0°8 9°€ 0°1 g*s1 o021t #0°0 0€°0 HvE €EY 0%s L*L SL 01 HIASNOHMNNS AUV 9ET

0°0 0°9 6°0 o2l 2°0t o0°21 s2°1 02°9 1. [ A [T S*L sL 21 YIONITIIA 3A3LS #€1
0°0 0°2 0°0 01 88 0°01 80°0 05°0 19 o1t ort S*9 SL 01 ¥3IANVI30 d3WI3 EE€T
®°91 0°9 2°0 0°1 £€°S1 0°89 00°0 00°0 2¢2 082 oLE 0L s¢L 01 T# °02 IWVLIW II3IMOH 21
'8 0°e 0°0 0t S°€E 0°69 10°0 0S50 981 LE2 ;cNm €L SL 01 NYWMOHS Advo 121
1°L 0% 1°y €°1 0°s 6°S 0°eL 00°0 00°0 02 2Lt 861 02¢ 2L 9L 9 NVIWAY A¥Y¥VY 021
0°0 0°t 00 0°01 2*21t o0°e62 00°0 00°0 22t 25t 8L sL 1t SAIVIHd Ayvo L11
2°%1 0°9, 0°1 8°2 0°92 0°Ss9 00*0 000 692 . £€ge 02+ LANA sL 9 NVYOJ0r GIVYNOQ 911
31 0°s €°0 0°1 w2 0°6 H9°0 00°0 ¢2¢ 19 28 £°9 sL 01 21704 ¥31837 211
0°1 2°0 0°t S*LT1 O0°L01 62°0 0%°0 B8E€ 1es 0%9 vl SL 01 ¥HYD G08VH 011

o°g 1°1 0°1 0"6E 0°9L 000 010 0S¢ 09 08s 9L SL 01 N30¥08 W 601

0°s 6°0 0°t 0°gy 0726 10*0 02°0 92% v QL el 01 4NON3LLIY W 3 801

g*g2 o0°12 } 8°0 0°0% ve6l 0°8vl 02°0 00°0 o9 09% 159 0v8 6°L aL 2t 1I188vH 9 9 L0T
6°v 0*0 2°1 0°6 0°1e 0°SS 01°0 00°0 492 0s2 06€ 18 sL 2t 2# ZINVW 173SSNy 901
9°92 0°0 . 8°¢c 0°e1 0°09 0°€6 00°0 00°0 d.iv Y8y 069 8L s 21 ZiN7 3xNa 40t
91 06°L €0 ot 09 0°S9 00°0 00°0 0Tt 22€ 2L SL 11 ONI NIAYI €01
S°€E 0t 6°0 01 w°6 0*v9 00°0 00°0 @86l 222 0ze vl GL 01 2# ONI  vA 40 ALY¥V3H 201
a2°2 9°2 0°st 11 1 6°29 8°9 00°0 00°0 o0& 8z L8 2L 01 Q131437L1VE LINUVW MIN 5
OWéyd V10l  dI70S  ONOD dWvS ON

€ON ) 20S €00H b N oW vo NW EF] SSINGYVH SI0-1 23dS Hd diva 3IVd HO/ONV H3INMO BOMS

R L L Ly Yy Yy Yy Y Y Y Y Ny LIy
ALNNOD HVOANVNIHS ¥04 SISATIYNV ALITVNO HILVMANNOYO 40 AdVWWNS
s31an4is 1314 aNV IINVYITIT IANENS 10 Ny 384na8

gdgvos TOH¥LINOD 431V 3‘ 31vis VINIOSYIA

C-5



EON

0021

0°¢E

)

6° 12
v°8
6°L9
LAr4-L
v 18y
1*s
8°Le%

2°8ll

S°00%

L1

%0S

SISATUNY 0L ¥3434 *G3H0LS 38 LON GN0D = (66°66) SIANIN

€°0
#°0

€°0

€00H ]

0°1#»
0*8y
0°9
021
0°21
0°91
0°se
0%ty
0°2t
0°9
0°9
g° It
0°0s
0°€l

0°€

VN

1*9

L't

0°31
0°LE
¢°8l
6°2

0°*6€
€°81
L°81
0°we
0°s1
0°02
1*s

%01
0°g%
¥°91
6°21
801
1°s

€11
0°2y
14

0°0%

on

0*ell
0°€L
0°601
0°0%2
0*0st
0°€9
0°€01
o€
0°1le
0°s9
0°961
0°08
0ty
0°ull
0°98
0°*99
0°%ve
0°ttl
0*u9
0°08
0°as
0°LE

0°L9

vl

100
00°0
20°0
61°0
210
20°0
10°0
61°0
19°¢0
00°0
€1°0
LA ]
»1°0
L0°0
010
€0°0
15°0
|8-2d1)
01°0
10°0
010
00°2
€0°0

N

00°0
00°0
ot°o
02°¢
02°0
02°0
0t°0
6zZ’o
0%*0
01°0
€0
0L°0
0L°0
08°1
or*o
0z2°0
02°0
06°2
[ ]

02°0

34

ele
Lol
SwE
SiLL
B4
691
L1y
182
€0€
20¢€
0ss
1£°1T
€t
L2€
Iy
2ee
2l
9L

o6t
992
98¢
et
1ee

9WsVd VLO0L

252

%91

41

w82

201

SSINQHVH

¥

1sg
902
L1s
0L01
9811
%61
€94
k415
S0y
e
£86
66€
951
68¢
S9%
8O
691
0Lt
o1z
€52
66¢€
€22
99€

agrio
sI1g-

00s
00€
069
0ss
00€t
0se
089
0%g
0€S
Shvvy
0sTt
08s
01
0€s
049
00¢
082
S91
ore
oge
009
ot
00s

S ONOD
1 J3dS

6°9

YL

Hd

9L
9L
9L
9L
9L
9L
9
23
9L
9L
9L
9L
9L
9L
st
9L
9L
s¢
st
S
st
Sé
SL

7 $Q3L03130 LON COISATVNY

21
2

01
01
21
01
21
ot
0t

dhVS
34va

= (00°00) SO¥3Z 1V--310N

NVHYIHS r

A3NYVA YANIT
AIRINH T13Wi3
q3AVEd 1 9
¥0TAVL Ly380Y
NYWINVM A¥VO
43774 7 oLlo
YOIAVS VA3IML
400415 NIAT3IW
1438IS ITTIANVYO
v3S A0d

NVOHOW T L¥380Y
SYVIW H3LVA
N3LLI7 Audvi
OOOWVANITT ONOWAVY
WATY9 SITYVHI
INANG A3NMVE
3INGIZ HLIIN
SIHYVH d AUN3H
T1I3IMK0YD vHVeYvE
¥3d00D AdUVH
83v8 7 N3IYHVA

dr Y3I0ANS 8 2

9L2
»l2
ine
s#e
g€
see
1} 4
22z
612
9tz
€12
661
961
261
16l
12
L9t
951
EST
est
181
641

L A4

ON

30V7d HO/ONV Y3NMO B8OMS

“““"#i‘#‘*‘##““*“‘ﬂ.ﬁ#“#t##ﬁ‘#‘.'#‘*#“ﬁ.“ﬁ.‘#.‘#t#‘#“‘#‘*#!“.““‘3.‘.“#“““0&.8““

ALNNOD HYOONVNIHS

S3r1ani1s

gyvos

a131 4

Y04 SIASATIYNY ALITIVND HILVMONNON¥O 40 AYYWRNS

anNyVv

703441 NOD

3IINVYIAITIANENS 40

43I L v

3lvi1s

VINIOAHIA

nvi3anae§

C-6




£°s
1°g

EON

0°s

0°2

0

SISATYNY Ol 33438 *03¥0LS 38 LON QINGD = (66°66) SANIN TIV 03103130 LON *0ISATIVNV = (00°00) SO¥3IZ 1IV--3LON

6°t 0°0 0°6 8°t 0*2L 00°0 00°0 Sel 8L ate 0TE £€°L 9L 9 ¥10d ATTN3A3E 8L
6°2 0*0 0°S g1 0°Sy 00°0 00°0 122 o012 922 0EE 0L 9L 9 MOT4VSOH HdIVY L1

OWeYD TVYLOL AIT0S  ONOD dWvs . ON
%0S €0JH b] YN on vd NW 34 SSIANGYVH $IG~1 03dS Hd 31v0 30V71d HO/ONV H3NMO  8IMS

P T T P T TP T TP E P T e P ry ey T ey ey ey e ey YR TR YA TR R Y A L I S L LT A D S S S A L LA L A n ]
ALNNOD HYOUNVNIHS ¥04 SISATYNY ALITWNO HILVMANNOHSD 30 AUYKWNS
S3II1an1S G131 4 anNVv AINVITTIAYNS 40 nv3ynasa

J @ v oR T0 8L NOD 4 3L vm F3ivis vINIOUYIA

c-7






ALLUVIUM:

ANTICLINE:
AQUICLUDE:

AQUIFER:

BEDDING PLANE:

BEDROCK:

CALCAREOQUS:

CARBONATE ROCK:

CATCHMENT:

CLASTIC:

GLOSSARY OF TERMS

A general term for sediments deposited during
recent geologic time by a stream or other body
of water.

An upward fold in rock strata.

A geologic formation, group of formations or
part of a formation which is not permeable
enough to furnish an appreciable supply for a
well or spring.

A geologic formation, group of formations or

part of a formation capable of supplying water

to wells and springs in usable quantities. An
aquifer is unconfined (water table) or confined
(artesian) depending on whether the groundwater
level is at atmospheric pressure or greater than
atmospheric pressure due to the presence of an
overlying, confining geologic formation (aquiclude).

The diversion plane in sedimentary or stratified
rocks which separates the individual Tayers, beds,
or strata.

Any solid rock exposed at the surface or overlain
by unconsolidated materials.

Containing calcium carbonate.

A rock consisting chiefly of carbonate minerals
such as limestone and dolomite.

The area comprising the actual water intake area
for aquifer recharge and all areas that contribute
surface water to the intake area.

Consisting of fragments of rocks or of organic
structures that have been transported mechanically
to a place of deposition. Sandstone and shale are
the most common clastics.



COLLUVIUM:

DIP:

DRAWDOWN:

EVAPOTRANSPIRATION:

FAULT:

FLOOD PLAIN:

FOLD:
FORMATION:

FRACTURE:
GPD:
GROUNDWATER:

HYDROLOGY:
IGNEQUS:

IMPERMEABLE:

Loose soil material or rock fragments deposited
by the action of gravity, usually at the base of
a slope or cliff.

The angle at which a rock bed is inclined from
the horizontal.

The measured difference between static level and
pumping level in a well; the drop in the water
level due to pumping.

A term embracing that portion of the precipitation
returned to the air through direct evaporation or by
transpiration of vegetation, no attempt being made
to distinguish the two.

A fracture or fracture zone along which there has
been movement of two rock masses relative to one
another parallel to the fracture. The movement
may be a few inches or many miles, horizontal or
vertical.

The strip of relatively smooth land adjacent to a
river channel and built of alluvium carried by the
river during floods. The flood plain is covered by
water when the river is in flood.

A curve or bend in rock strata.

A unit of geologic mapping consisting of a large
stratum of some one kind of rock.

Breaks in rocks due to intense folding or faulting.
Gallons per day.

Water below the water table; water in the zone of
saturation.

The science that relates to the water of the earth.

Rocks or minerals that solidified from molten rock
(magma ).

Having a texture which does not allow perceptible
movement of water through rock.




INTRUSIVE:

JOINT:

KARST TOPOGRAPHY:

LITHOLOGY:
METAMORPHIC:

MGD:

PERCOLATION:

PERMEABILITY:

POROSITY:

PUBLIC SUPPLY:

PUMPING LEVEL:

RECHARGE:

RUNOFF :

SEDIMENT:
SEDIMENTARY:

Refers to igneous rocks which have penetrated into
or between older rocks while molten but have solidi-
fied before reaching the surface.

A fracture in rock along which no appreciable movement
has occurred. Joints are generally perpendicular to
bedding planes.

Topography characterized by sinking streams, sinkholes,
caves and similar features indicative of underground
drainage developed through the solution of bedrock.

The composition and structure of rock.

Refers to any rocks derived from pre-existing rocks
in response to pronounced changes of temperature,
pressure and chemical environment.

Million gallons per day.

Movement of water through the interstices of rocks
or soils except movement through large openings such
as solution channels.

The ability of a rock, sediment or soil to transmit
water.

The property of a rock, soil, or other material of
containing spaces or voids.

As defined by the Virginia Department of Health, a
water system serving more than 25 individuals or more
than 15 residential connections.

Depth to water in a well when the well is being pumped.

The addition of water to an aquifer by natural infil-
tration or artificial means.

That part of precipitation that appears in surface
streams. Groundwater recharge is that part of runoff
which has existed as groundwater since its last
precipitation.

Material borne and deposited by water.

Refers to rocks formed from the consolidation of
layered sediments that have accumulated in water.



SINKHOLE:
SOLUTION CHANNEL:
STATIC LEVEL:
SYNCLINE:

TERRACE:

UNCONSOLIDATED:

WATER TABLE:

A funnel-shaped depression in the land surface,
usually in limestone regions, developed by the
dissolving action of water and connected with
solution channels underlying the depression.

Joints or fractures in carbonate rocks which
have been enlarged by the dissolving action of water

and which are capable of transmitting large quantities -
of water. v
Depth to water in a well when the well is not being .
pumped. h

A downward fold in rock strata.

A level or gently inclined surface bordering a stream
which represents a former level of the stream. Terraces
are composed of alluvium produced by renewed downcutting
of the flood plain or valley floor by the stream.

A sediment that is loosely arranged or unstratified, or
whose particles are not cemented together.

The upper surface of the zone of rock or soil saturated
with groundwater.
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